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Patents Patents 1 - 10 on determining tag value from the message based on MAC. (0.07 seconds) 



Conta itiess proximity autoi iated data collection « /stem and method 
LJS Pat 6-9/232- Fiieo Sep ;S. i^/ - C> Mr. Corpora^: ■> ' 
If the MAC is incorrect, Tag 106 responds with a "nak" message. ... The 
properties of the MAC computation result in a MAC value that will, statistically 



[application] Message authentication 

US Pat 10602167- FiiedJun 24 ; 2003 
Upon receiving a message protected by a MAC, the receiver calculates a 
corresponding tag value on the basis of the received data and the shared secret 
key. ... 



Method for sending pack s of network switches 

US Pa?. 6 : 04696 ■ Piled Jun 30, 1399 - Broadcom Corporation 
Value 2 — based on Destination Mac Address. Value 3 — based on Source ... If the 
packet does not contain this tag, then the ARL engine performs VLAN lookup ... 

Method and apparatus for analyzing information systems using stored tree 

US Pat. 5850516 - Filed Dec 23, 1996 

Find a way to patch the MAC of one message to be the same as another. Cost: 
Unknown, est. High. G8.2. 1.3.3.2.2. Learn tag internal keys for all serial ... 

Apparatus and method for digital communications w ith improve d delimiter . 
US Pat. 5493571 - Filed Apr 28, 1993 - Allen-Bradley Company, Inc. 
The 55 MAC frame also has a data field 25 that is up to 510 bytes long and ... a 
separate message or group of data and includes a unique identifying tag ... 

Smart card fast-clamping receiver for pulsed RF fields 

US Pat. 707541 1 - Filed Nov 5, 2002 - Cubic Corporation 

If the MAC is incorrect, Tag 106 responds with a "nak" message. ... The 

properties of the MAC computation result in a MAC value that will, statistically 



Network swit :hing n hitecture ■■ m fast filtering processor 
US 5 at 6330936 un 3 39$ E id com C poration 

For an untagged Packet, this value is picked up from Port Based VLAN Table. ... 
Port Number — 6 bits long — Port Number is the port on which this Mac ... 

Network switching architecture utilizing cell based and packet based per ... 

? Pat. 6 i - 33 o )n po ttion 

For an untagged Packet, this value is picked up from Port Based VLAN Table. ... 
Port Number — 6 bits long — Port Number is the port on which this Mac ... 

Method and apparatus fo i \ communication ... 

CTR 30; and a tag 48. The CTR value is read from table 32 (of FIG. ... Message 
itself) is the message authentication code, or MAC, as further shown in FIG. ... 

Architectu re for transport of multi ple services in c onnectioniess packet ... 

Tag/label distribution (LDP) stacks are currently under development following 
nnmnrisinrv Hptprmininn whether the innnminn mP5?anp is nrntented with a 
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